How to create an ECU file from offline changes
	There are some options and tables that require the changes to be made and flashed in to the ECU. These changes are denoted by an Orange border for options, and any tables that are labeled “Offline Only”. The following is the procedure for making these changes easily.
1. Open the current calibration file in Offline mode.
2. Make the appropriate changes to the desired options and tables
3. Save the changes to a new file name. It is good practice to use the firmware in front of the calibration name for easy reference. The name of the firmware is denoted on the main page in the center divider line between the gauges and the strip chart on the right side. Example ‘AAEABA6’
4. Close and re-open the ProEFI software
5. Select create ECU File
6. Select the .proxxx (pro128, pro112, pro48 or pro70) file that matches the firmware you are currently using. This instruction is denoted at the top of the window that pops up for file selection.
7. Select the .xcal that you created as denoted at the top of the window for file selection.
8. Select the name of the new file to be saved, and where the file will be saved(Never use the same name as the file you started with).
9. Let the software run through the create ECU file procedure and let finish completely.
10. Close the software.
11. With the ignition ON. Re-Open the ProEFI software and select the ‘Flash ECU’ tab.
12. Select the new .proxxx file you just created.
13. Let the software begin it’s reflash procedure. This will take a minute or two, wait for the instruction to cycle power for 60 seconds, before interrupting this procedure.
